
CHEMTREX®
WPC SERIES Pleated Cartridges
Chemtrex® pleated fi lter cartridges are manufactured with leading edge manufacturing technology for optimal 
performances and effi ciencies.

High porosity absolute rated media is achieved with our leading edge manufacturing methods. All Chemtrex® media is 
producing in-house to ensure purity and precision of the fi nished product. Free fl owing media combined with enhanced 
support structure provides long-life and dirt holding capacity.

Chemtrex® pleated fi lter cartridges are made of high purity, fi rst generation polypropylene resin meeting FDA regulation 
21CFR177.1520. No binders, lubricants or antistatic agents are used in our manufacturing process. Chemtrex® 
polypropylene fi lters are manufactured, tested and certifi ed under NSF/ANSI 61 standards. The inert polypropylene resin 
provides exceptional chemical compatibility to handle a wide range of process fl uids.

Chemtrex® pleated cartridges are available in various confi gurations including DOE, SOE 222 or 226, with or without fi ns. 
Various sealing methods include EPDM or Viton® o-rings or gaskets. Chemtrex® DOE pleated cartridges are fully inter-
changeable with most standard pleated, string wound and melt blown cartridges.

Chemtrex® cartridges are designed to provide high fl ow rates with minimum pressure drop. Flow rates of up to 5 gpm 
(19 LPM) per 10” length are recommended and should not exceed 10 gpm (38 LPM) per 10” length for optimal effi ciency. 
The maximum operating temperature is 175°F (80°C)

WARCO, INC.
821 Sivert Drive
Wood Dale, IL 60191 
Phone: (847) 549-8695
Fax: (847) 549-8696
www.warcoinc.net
Email: sales@warcoinc.net

Product Specifi cations
TECHNICAL FEATURES BENEFITS
•  Constructed of the highest purity polypropylene meeting 

FDA 21CFR177.1520 and NSF61:
Protects your process and fi nished product from 
harmful contaminants

•  Absolute effi ciency ratings include 90% or 99.98%: Eliminates the “Nominal Filtration Variable”
•  All components are manufactured in-house to ensure 

accuracy, consistency and purity:
Avoids mishaps in media effi ciency ratings and/or 
contamination incurred during transit

•  Melt-blown media “fabric” is supported by drainage lay-
ers:

Prevents rupture and blow-by even with high 
differential pressure

•  All components (i.e. end caps) in the support structure 
are thermally bonded without the use of glues or potting 
materials:

Maintains uncompromised chemical 
resistance and purity

•  High porosity media produced in various absolute micron 
ratings down to sub-micron: Provides low pressure drop for maximized media life

CHEMTREX®

Filter Div. by Warco, Inc.



Product Specifi cations

Building a Part Number

Material of Construction

Filter Media: Polypropylene Melt 
Blown

 Hard Outer Cage: Polypropylene

Netted Outer Cage: Polypropylene

Support Material: Polypropylene

Sealing: Thermal Bond

Gasket/ O-Rings:
Buna N, Viton®, 
Tefl on®, Silicone, 
Neoprene & EPDM

Surface Area

Up to 5.5ft² (.23m²) of Effective Filtration 
Area per 10” equivalent, dependent upon 
micron rating

Operating Conditions

Maximum Differential Pressure: 
35 psid @ 120°F(49°C)

Sterilization

Multiple Autoclaving for 30 Minutes at 250°F (121°C) under no End Load Conditions. In-line 
Steam Sterilization is not recommended. Maybe In-line Sanitized with Hot Water at 180°F 
(82°C) for 1 hour.
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6  = 29.5(2)

7  = 30

8  = 39(2)

9  = 40

1 =  DOE/ 
Plastisol(2)

2 = 222/Fin
3 = 222/Spring
4 = 222/Flat
5 = 226/Flat(1)
6 = 226/Fin(1)
7 =  226/

Spring(1)
8 =  SOE/

Spring
9 =  Flat 

Gasket
A = Custom

B = Buna 

V = Viton®

T = Tefl on®

S = Silicone

N = Neoprene

D = EPDM                                         

R

(1)Available in Hard Cage Only (2) Available in Netted Cage Only

•  Chemtrex® fi lters are available in 0.2 submicron to 50 nominal or absolute micron ratings and 
will fi t industry standard fi lter housings.

•  Standard fi lter lengths include 9-7/8”, 10”, 20”, 30” & 40” are available.
•  Specialized lengths, diameters, micron ratings and private labeling are also available. 
•  Please contact our Sales Department at: 847-549-8695


